POLYURETHANE DUCTING - HEAVY C

Polyhose Proprietary Product

Construction

Wall Polyester Polyurethane
Spiral Spring Steel Wire
Properties Extremely flexible, Light in Weight, Microbe - resistance, Good chemical resistance, Good UV and ozone resistance

Application Suction & transport of abrasive solids, liquids, fine grained particles, such as dust and powder. Used in extraction
of oil mist, paper & textile fibers

Note: Length upto 20 meters. Also special sizes are available on request

| PHOSI20ANT | 114 [ % | 120 | 045 | 48 | 046 |
| PHO4OT20MNT | | 40 | 120 | 045 | 60 | 057 |
| PHOSTI20MANT | 2 | 81 | 120 | 040 | 75 | 0667 |
| PHO63I20ANT | 212 | 6 | 120 | 03 | 9 | 080 |
| PHOTOI0ANT | | 70 | 120 | 03 | 105 | 0986 |
| PHOBOI20MWT | | 8 | 120 | 03 | 120 | 1140 |
| PHIO2I20ANT | 4 | 102 | 120 | 030 | 150 | 130 |
| PHI20020MNT | | 120 | 120 | 025 | 180 | 1584 |
| PHIBI0AANT | | 10 | 120 | 020 | 1% | 174 |
| PHISOI0AANT | | 15 | 120 | 020 | 255 | 196 |
| PHIGOI20ANT | | 160 | 120 | 015 | 20 | 2218 |
| PH200120ANT | 77/8 | 200 | 120 | 012 | 30 | 2763 |
| PHS1I20ANT | 10 | 280 | 120 | 00 | 35 | 333 |
| PH0OI20MNT | 12 | 300 | 120 | 009 | 450 | 4017 |
| PHAOOT20MNT | 16 | 400 | 120 | 008 | 600 | 4691 |
| PHS00T20AANT | 20 | 50 | 120 | 004 | 750 | 5646 |

©==5 Temperature Range: Continuous: -40°C to +90°C



